
Compact Marine 
Receiver Bluetooth 
/ USB / MP3 / AM 
/ FM / DAB+ / AUX
CP6

AQ-AD600.4 - 600 Watts
• 600 Watt 4 Channel Class- D Marine Amplifier • 4/3 or 2 Output Channels
• Conformal Coated Circuit Board • IP65 Rated/Waterproof/Salt/Fog/Spray
• Aluminium and Stainless Steel Chassis Construction • 4  RCA (4V) Inputs
• Gold Plated Connectors

Shockwave
Technology
Marine 
Amplifier

AQ-WR5F
• 2-Way Fixed Wired Remote Control • Back-Lit 
LCD Screen • IP65 Water-proof/Dustproof • For use
with AQ-MP-5UBT & AQ-MP-5BT Marine Stereos • 3-5/8"
Overall Diameter • Requires Extension Cable (sold separately) EXTENSION CABLES;  

Wired Marine
Remote Control

MARINE PRODUCTS

AQ-MP-5UBT-S*
• SiriusXM Ready• Bluetooth/iPod/iPhone/USB/MP3/AM/FM Marine Stereo • 3" Color Screen with
 Album Artwork Display • Rotary Knob Control • Removable Faceplate • Conformal PCB Coating 
• Charges USB Devices with USB Connector • Behind Faceplate Storage compartment • Connect up 
to 8 Speakers • IP55 Rated • Built-in 288 Watt Amplifier • Stainless Steel Mounting Hardware

Marine
Receiver
w/USB

AQ-MP-5BT
• Bluetooth/MP3/FM/AM Marine Stereo • Rotary Knob Control • Removable
Faceplate • Conformal PCB Coating • Device Charging via USB • Behind 
Faceplate Storage compartment • Connect up to 8 Speakers • IP55 Rated 
• Built-in 288 Watt Amplifier • Stainless Steel Mounting Hardware

Marine
Receiver
w/USB

AQ-BC-5UBT
• Bluetooth/iPod/iPhone/USB/MP3/FM Marine Stereo • Supports Bluetooth
USB & MP3 Devices • Device Charging via USB • FM Radio w/Preset (US
and Euro) • Built-in 288 Watt Amplifier • 2 Stereo Pair RCA Pre-Outs (4V)
• 1 Stereo Pair RCA Inputs • IP65 Rated • Remote Control Included

Bluecube+
Hide-Away
Marine
Stereo

*Requires Subscription and SXV-300V1 Tuner/Antenna (SOLD SEPARATELY)

AQ-Y-1: Y Connector Enabling Multible Wired Remotes
AQ-EXT-3: 3’ Extension Cable
AQ-EXT-12: 12’ Extension Cable
AQ-EXT-24: 24’ Extension Cable

Stereo Specification
• Built-in Amplifier Specification
• Bluetooth enabled • Device charging via USB
• FM radio • 2x RCA inputs • 2x speaker outputs
• 288W max power (144W full range, 144W subwoofer) • 4 Ohm & 2 Ohm stable 
• 125-20,000Hz frequency response • RF6 Handheld Remote Control (included)
Subwoofer Specification
• 8” cone • 144W max power • 26-125Hz frequency response

Combined Subwoofer 
Stereo Bluetooth 
/ USB / MP3 
/ FM / AUX

SWA6+• Bluetooth enabled • Device charging via USB • DAB+ Ready (DAB+ kit sold separately)
• Blue Monochrome TFT display • 288W max power (4x 72W) • 1x pair RCA pre-outs (2V)
• 1x pair RCA auxiliary inputs • 4 & 2 Ohm stable • 1x 3.5mm jack input  • Waterproof IP65
• FM/AM radio with 30 presets • DSP EQ • Silicon faceplate cover (included)
• Remote Control Ready (RF6 and WR6 sold separately)

Shallow Depth 
Marine Receiver
Bluetooth / USB
/ MP3 / AM / FM
/ DAB+ / AUX
MP6

• Bluetooth enabled • Device charging via USB • Blue Monochrome TFT display
• 288W max power (4x 72W) • 1x pair RCA pre-outs (2V) • 1x pair RCA auxiliary inputs
• 4 & 2 Ohm stable • 1x 3.5mm jack input  • Waterproof IP65 • Rotary Knob control
• FM/AM radio with 30 presets • DSP EQ •  Silicon faceplate cover (included)
•  Remote Control Ready (RF6 and WR6 sold separately)



SWA6

Combined Subwoofer 
Stereo Bluetooth 
/ MP3 / AUX

Stereo Specification
• Built-in Amplifier Specification
• Bluetooth enabled • Device charging 
via USB • 2x RCA inputs • 2x speaker outputs
• 288W max power (144W full range, 144W subwoofer)
• 4 Ohm & 2 Ohm stable • 125-20,000Hz frequency response
• Remote Control Ready (RF6 KIT sold separately)

Subwoofer Specification
• 8” cone • 144W max power • 26-125Hz frequency response

WR6

Wired 
Remote

•  Flush mount design
•  LCD screen
•  Polished Stainless Steel Bezel
•  Waterproof IPx5
•  UV & Salt/fog resistant
•  Requires extension cable (all sold separately):

10” Marine
Subwoofer

AQ-SPK10-4LW - each –WHITE
• Polypropylene 10" Pro-Series Marine Subwoofer • White Grill Color with
Blue LED Cone Illumination and Rubber Surround • 400 Watt Maximum
• 4 Ohm Impedance • Waterproof • Removable Grill
AQ-SPK10-4LC - each - CHROME

AQ-SPK6.5-4LW-pair–White
• Polypropylene 6.5" Pro-Series Marine Coaxial Speaker • White Grill Color
with Blue LED Cone Illumination • Rubber Surround • 100 Watt Maximum
• 13mm Tweeter • 4 0hm Impedance • Waterproof • Removable Grill

6.5 “ Pro-Series
Marine
Speakers

AQ-SPK6.5-4LB-pair–Black

AQ-SPK6.5-4LC-pair–Chrome

MARINE PRODUCTS

HARLEY-DAVIDSON® RECEIVERS & SPEAKERS

AQ-SPK6.5-4HB-pair
• 1” Adjustable Tweeter • Waterproof • 360W max (pair) 
• 4 Ohm • Includes black grills, mounting rings and hardware

AQ-MP5BT-HS*
• 1998-2013 Motorcycles Upgrade or Replacement Stereo • 3” Color Screen With 
Album Artwork Display • Supports SiriusXM/Bluetooth/iPod/iPhone/USB/MP3/AM/
FM/AUX • USB Device Charging • 1 USB (internal), 1 3.5mm Jack, 1 pair RCA 
Inputs • 1  RCA Sub-out, 2  pair 4V RCA Pre-out, 1 rear USB (charging only)
• Behind Faceplate Storage compartment 

Harley-
Davidson 
Receiver

AQ-MP5BT-H
• 1998-2013 Motorcycles Upgrade or Replacement Stereo • Dot Matrix LCD
Display • Detachable Faceplate • DIN Style • A2DP Bluetooth/MP3/AUX
• AM/FM (US/Euro) • Device Charging via USB • 3.5mm Jack Input • Internal
Device Shelf • 72 Watt x 4 @ 2 Ohm • 1  Pair 2V RCA Pre-Outputs • IP55
Waterproof  • Behind Faceplate Storage compartment 

Harley-
Davidson 
Receiver

AQ-SPK6.5-4HS-pair
• Full-range, 2-Way Waterproof Speaker • Power (max): 200W (2x 100W) 
• Power (RMS): 100W (2x 50W) • Impedance: 4 Ohm • Frequency Response: 
65Hz - 20,000Hz • Cone Size: 6.5” • Waterproof

*Requires Subscription and SXV-300V1 Tuner/Antenna (SOLD SEPARATELY)

6.5” Harley-
Davidson
Speakers

6.5” Harley-
Davidson
Speakers

RF6 KIT
• Floating design
• LCD screen
• 40ft range
• Waterproof IP66
• UV & Salt/Fog resistant
• Includes: Handset, Receiver and USB Charging Cable

Handheld
Remote 
Kit

AQ-UHP-1

Ultra Package for Harley-Davidson

• SiriusXM, Bluetooth, USB Stereo (AQ-MP-5UBT-HS)
• Ultra Series High Power Speakers (AQ-SPK6.5-4HB)
• 2 Channel Amplifier (AQ-AD300.2-MICRO)
• Stereo Dust Cover/Dummy Faceplate (AQ-MP-5DF)
• Surface Mount USB Socket (AQ-USB-1)

• 2x Speaker Grills (AQ-HDG-B)*
• 2x Speaker Mounting Rings (AQ-HD-RING)*
*For use with Harley-Davidson® Motorcycles: 1998-2013 models require grill 
& mounting ring. 2014+ models do not require grill & mounting ring.


