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  Model  Size         Power Max/RMS    Impedance

MOFO-122X 12"   2700 Watts/1500 Watts     Dual 2Ω
MOFO-124X 12"   2700 Watts/1500 Watts     Dual 4Ω
MOFO-152X 15"   3000 Watts/1700 Watts     Dual 2Ω
MOFO-154X 15"   3000 Watts/1700 Watts     Dual 4Ω

MOFO Subwoofers
• Die-Cast Aluminum Frame • Royal Blue Finish with Diamond Cut Accents
• Non-Pressed Pulp Cone • Polyether Foam Surround • Die Cast Aluminum
   Voice Coil Heatsink • Nickel Plated 8 gauge Compression Wire Terminals
• Vented Pole Piece

  Model  Size             Power          Impedance       Magnet

THIN-13  13"          700 Watts            Dual 4Ω         31 oz. 

THIN Subwoofer   (Shallow-Mount)

• 2" Mounting Depth • Proprietary Cast Aluminum Basket • Polypropylene
   Cone • Aluminum Voice Coil Former • 2" Voice Coil • Semi-Circular Basket
   Venting • 12 ga. Direct Wire Terminal

Thin Preloaded Enclosures

THIN-13BX
• .6 Cubic Foot Preloaded Enclosure
• Single 4 ohm 2" Voice Coil
• 700 Watts Maximum Power Handling
• Carpeted Grey w/Embroidered Accents
• 30" (L) x 14.5" (H) x 5.25"/2.25" (D)

THIN-10BX – 10" Subwoofer, 550W Max
THIN-12BX – 12" Subwoofer, 650W Max
• Pre-loaded Enclosure with Subwoofer
• 4 ohm Impedance • Carpeted Black with
   Embroidered Accents

  Model  Size             Power          Impedance       Magnet

P3-10W  10"         2000 Watts            Dual 2Ω        120 oz.
P3-12W  12"         2600 Watts            Dual 2Ω        150 oz.
P3-15W  15"         2800 Watts            Dual 2Ω        180 oz.

P3 Subwoofers
• Texture Coat Finish on Stamped Steel Basket • Kapton Voice Coil Former
• Polypropylene Injection Molded Cone • Butyl-Rubber Surround • Nickel Plated
   Compression 8 ga. Wire Terminal • Suspension Intergrated Tinsel Leads
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Tweeters

NB-1
• 2-Way Mount Tweeter • Built-In Crossover
• 100 Watts RMS/200 Watts Peak • Niobium
   Rare Earth Ferroelectric Transducer Magnet
• Surface/Angle Mount

NB-2
• 3-Way Mount Tweeter • Niobium Rare Earth
   Ferroelectric Transducer Magnet • Built-In
   Crossover • 100 Watts RMS/200 Watts Peak
• Surface/Angle Mount

NB-4
• 4-Way Mount Tweeter • Built in Crossover
• Niobium Rare Earth Ferroelectric Transducer
   Magnet • 250 Watts • Swivel/Surface/Angle
   Mount/Flush Mount • 4 ohm Impedance

Midrange Speaker
XPS-104
• 4" Midrange Closed Basket (Sold Individually) • 0.75" Voice Coil • 15 oz. Magnet
• 4 ohm Impedance • 120 Watts Maximum

  Model  Size             Power          Impedance       Magnet

P2-10W  10"         1200 Watts            Dual 4Ω        110 oz.
P2-12W  12"         1400 Watts            Dual 4Ω        120 oz.
P2-15W  15"         1600 Watts            Dual 4Ω        140 oz.

P2 Subwoofers
• Texture Coat Finish on Stamped Steel Basket • Kapton Voice Coil Former
• Polypropylene Injection Molded Cone • Butyl-Rubber Surround • Nickel Plated
   Compression 8 ga. Wire Terminal • Suspension Intergrated Tinsel Leads

  Model  Size             Power          Impedance       Magnet

P1-12W  12"          900 Watts            Dual 4Ω         70 oz. 
P1-15W  15"         1000 Watts            Dual 4Ω         80 oz. 

P1 Subwoofers
• Texture Coat Finish on Stamped Steel Basket • KSV Kapton Voice Coil
• Polypropylene Injection Molded Cone • Butyl-Rubber Surround • Nickel Plated
   Compression 8 ga. Wire Terminal • Suspension Intergrated Tinsel Leads

PEN Subwoofer
PEN-12W
• Black Zirconium Coated Cone • 2" 4-Layer ASV Voice Coil • Gloss Silver
   Finish on Stamped Steel Basket • 4 ohm Impedance • Polypropylene Cone
• Butyl-Rubber Surround • 800W Max Power • Quick Disconnect Wire Terminal
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Pro Audio Tweeters

NX-5
• Bullet Tweeter • Titanium Diaphragm • Cast
   Aluminum Frame • 1.25" High Temperature
   Voice Coil • Heavy Stamped Steel Basket
• High Strength Magnet • 200 Watts • 4 ohm

NX-6
• Horn Tweeter • Cast Aluminum Frame • Horn
   Loaded • 1" Copper Clad Aluminum Voice Coil
• Ferro Fluid Cooled Voice Coil • 200 Watts
• 8 ohm Impedance

Midrange Speaker
MID-65
• Midrange/Bass Driver • 1.25" Hi-Temperture Voice Coil • Heavy Stamped
   Steel Basket • 4Ω Impedance • 300 Watts Maximum • Hi-Strength Magnet

Pro Audio Neodymium
Midrange Speakers
PR.654N   –   6.5" - 250 Watts Maximum, 4 ohm Impedance
PR.804N   –      8" - 350 Watts Maximum, 4 ohm Impedance

Pro Audio
Midrange Speakers
PRO.654   –   6.5" - 170 Watts Maximum, 4 ohm Impedance
PRO.658   –   6.5" - 170 Watts Maximum, 8 ohm Impedance
PRO.804   –      8" - 200 Watts Maximum, 4 ohm Impedance
PRO.808   –      8" - 200 Watts Maximum, 8 ohm Impedance
PRO.104   –    10" - 350 Watts Maximum, 4 ohm Impedance
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Components
XP2K-60C
• 6.5" Electro-Plated Injection Molded Cone Mid-Bass • Butyl
   Rubber Surround • 1" Kapton Voice Coil • Chrome Basket &
   Magnet Back Plate • 1" Silk Dome Tweeter • 4Ω Impedance
• 150 Watts • 2-Way Crossover • Neodymium Magnet • Ferro
   Fluid Cooled • 30 oz. Strontium Magnet • 3-Way Mounting
• Screw Gold Terminals

CPT-60C
• 6.5" Component Speaker • Black Zirconium Coated Cone
• Rubber Surround • 1" Aluminum Voice Coil • Zolon Coated
   Low Resonance Basket • 160 Watts Maximum • 13mm Super
   Dome Tweeter • 4Ω Impedance • 20 oz. Magnet • Rubber
   Magnet Cover • White Terminal Connections

XP Speakers
• Chrome Back Plate • Poly Propylene Injection Cone
• Butyl Rubber Surround • 3Ω Impedance • Black Texture
   Coat Stamped Steel Frame • 1" Silk Midrange (694K)
• .75" Silk Tweeter • .5" Silk Super Tweeter (694K/653K/573K)

   Model    Size        Type           RMS Power     Magnet

XP-694K   6" x 9"       4-way            420 Watts       20 oz.
XP-653K     6.5"       3-way            250 Watts       10 oz.
XP-573K   5" x 7"       3-way            270 Watts       10 oz.
XP-502K    5.25"       2-way            200 Watts       10 oz.
XP-462K   4" x 6"       2-way            200 Watts       5.3 oz.
XP-4103K 4" x 10"       3-way            270 Watts       10 oz.
XP-402K      4"       2-way            180 Watts       5.3 oz.

KP Speakers
• Injection Molded Cone or Poly Injected Cone • Piezo
   Tweeter or Superior Dome Tweeter • Butyl Rubber Surround
• Piezo Tweeter or Superior Dome Tweeter • 4 ohm Impedance

   Model    Size        Type           RMS Power     Magnet

KP-694N   6" x 9"      4-Way           380 Watts     20 oz.
KP-69   6" x 9"      3-Way           360 Watts     30 oz.
KP-573N                   5" x 7"      3-Way           240 Watts     10 oz.
KP-653N    6.5"      3-Way           220 Watts     10 oz.
KP-65     6.5"      2-Way           200 Watts     12 oz.
KP-52N    5.25"      2-Way           180 Watts     10 oz.
KP-462N 4" x 6"      2-Way           180 Watts     5.3 oz.
KP-42N      4"      2-Way           160 Watts     5.3 oz.



LESCO D I S T R I B U T I N G

PC1.5F– 1.5 Farad
• 12-16 DC Volts
   Operation • Terminal
   Post for Ring Terminal
• Digital Voltage Meter
• Brushed Aluminum
   Finish • Translucent
   Mounting Brackets

PC2.0F– 2 Farad
• 12-16 DC Volts
   Operation • Terminal
   Post for Ring Terminal
• Digital Voltage Meter
• Chrome Plated Finish
• Translucent Mounting
   Brackets

PCX-3F– 3 Farad
PCX-5F– 5 Farad
• 12-16 DC Volts Operation
• Digital Voltage Meter • LED
   Accent Lighting • Protection
   Alert Indicator • Polarity &
   Voltage Protection • Satin
   Finish w/Chrome Accents

PCX-10F– 10 Farad Hybrid
PCX-20F– 20 Farad Hybrid
PCX-30F– 30 Farad Hybrid
• 12-16 DC Volts Operation • Internally
   Stacked Carbon-Foil Capacitors • LED
   Accent Lighting • Direct Connect 0 ga.
   Terminals and 4 ga. Reducers • Digital
   Voltage Meter • Polarity and Voltage
   Protection • Protection Alert Indicator • Satin Finish with Chrome Accents

PCX-20F

Capacitors

Audio Processors

BASS-10C–Bass Maximizer
• PWM High Head Room Power Supply • Variable
   Bandwidth Adjustment • Parametric Bass Boost
• Selectable Subsonic Filter • Selectable Grounding
   Isolation • Balanced RCA Inputs • Input Noise
   Rejection • Dash Mount Remote Control

BASS-12C–Bass Maximizer
• PWM High Head Room Power Supply • Variable
   Bandwidth Adjustment • Parametric Bass Boost
• Chrome Finish w/illuminated Badge • Variable
   Subsonic Filter • Selectable Grounding Isolation
 • Dash Mount Remote Control

Capcell

CAPCELL-600
• 600 Amps • Satin Chrome Finish • Digital Volt
   Meter • 16 Volts DC • 3-6 Year Cycle Life • LED
   Display • Surge 600 amp x 3 seconds • 1/4" Bolt
   Terminal • 3 Milli-ohm Int. Resistance

CAPCELL-800
• 800 Amps • Satin Chrome and Aluminum Finish
• 16 Volts DC • Digital Volt Meter • LED Display
• 3-6 Year Cycle Life • Battery Posts • Surge 800
   amp x 3 seconds • 5 Milli-ohm Int. Resistance
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Audio Processors

PWM-70–7-Band 1/2 DIN Parametric Equalizer
• 2 Selectable Balanced Inputs • Selectable Input
   Sensitivity • Independent Volume & Fader Control
• Independent Subwoofer Output & Level Control
• Selectable Subwoofer Low-Pass Crossover • Blue
   LED Backlighting • F/R/Subwoofer Outputs

PWM-19– 4-Band 1/2 DIN Parametric Equalizer
• 2 Selectable Balanced Inputs • Variable Stereo
   Input Sensitivity • Independent Volume & Fader
   Control • Variable Subwoofer Low-Pass Crossover
• F/R/Subwoofer Outputs • Quick Disconnect Wire
   Harness • Under Dash Mounting Hardware

PWM-20– 4-Band 1/2 DIN Parametric Equalizer
• 2 Selectable Balanced Inputs • Variable Stereo
   Input Sensitivity • Independent Subwoofer Output
   and Level Control • Variable Subwoofer Low-Pass
   Crossover • F/R/Subwoofer Outputs  • Blue LED
   Backlighting • Quick Disconnect Wire Harness

PWM-16– 4-Band 1/2 DIN Parametric Equalizer
• 2 Selectable Balanced Inputs & Front Panel AUX
   Input • Independent Volume and Fader Control
• Independent Subwoofer Output & Level Control
• Variable Subwoofer Low-Pass Crossover • Blue
   LED Backlighting • F/R/Subwoofer Outputs

C-30XR– 3-Way 12dB Electronic Crossover
• 6-Channel Low-Level Input/Output • 2/4 Channel
   Input Selection • Independent Front/Rear Hi-Pass
• 180° Phase Switch • Variable Frequency & Gain
   Bass Boost • Stereo or Mono Subwoofer Output
   Selection • Dash Mount Remote Module

C-3184– 3-Way 12dB Electronic Crossover
• 6-Channel Low-Level Input/Output • 2/4 Channel
   Input Selection • Independent Front/Rear Hi-Pass
• 180° Phase Switch • Variable Gain Bass Boost
• Independent Subwoofer Low Pass • Stereo or
   Mono Subwoofer Output Selection


