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Class D Amplifiers

¢ FRD Full Range Class D Design ¢ High Damping Control Circuit

e High Efficiency SMD Circuit Technology e Temperature Controlled
Output Current Limiting Protection e Ulira Low Current Draw ¢ Blue
LED Logo, Power and Speaker Terminal Lighting

Model Channels 4 ohm 2 ohm Peak
XAX 5640FD - 5 100W x4 +320Wx1  160W x4 +320W x 1 1920 Watts
XAX 4160FD - 4 100 Watts x 4 160 Watts x 4 1280 Watts
XAX 2160FD - 2 100 Watts x 2 160 Watts x 2 640 Watts

Atom Class A/B Full Range
Compact Amplifiers

e 2 ohm Stereo/4 ohm Mono Stable Circuitry e Double Sided PCB e Ultra
Efficient Design e Variable High/Low Pass Crossover ¢ Variable Bass EQ
e High/Low Level Inputs

Model Channels 4 ohm 2 ohm 4 ohm Mono Peak
ATM 660.4 - 4 100 Watts x 4 200 Watts x 2 400 Watts x 2 1600 Watts
ATM 5504 - 4 75 Watts x 4 150 Watts x 4 300 Watts x 2 1200 Watts
ATM 440.2 - 2 100 Watts x 2 200 Watts x 2 400 Watts x 1 800 Watts
ATM 330.2 2 75 Watts x 2 150 Watts x 2 300 Watts x 1 600 Watts

Class D Amplifiers

¢ 1 ohm Stable Class D Circuitry ® Low Current/High Efficiency
e Variable Low Pass Crossover e Variable Sub-Sonic Filter  Variable Bass EQ
¢ High/Low Level Inputs * Variable Remote Gain Control (included)

Model Channels 4 ohm 2 ohm 1 ohm Mono Peak
ATM 900.1D - 1 325 Watts x 1 550 Watts x 1 900 Watts x 1 1800 Watts
ATM 600.1D - 1 250 Watts x 1 400 Watts x 1 600 Watts x 1 1200 Watts

Signal Processor
4-Band Equalizer
Pre-Amplifier

AEQ-7X0
° PWM Power Supply e Switchable Main/Auxiliary Input e Front/Rear/Sub Output e Master Volume Control
e Selectable Subwoofer Crossover  Subwoofer Volume Control e Fader Control ¢ MP3 Compatible

— Call your Sales-Rep for Details —
— Territory Restrictions —



Full Range
A/BClass Amplifiers

e Mosfet Power Supply e Variable High/Low Level Input
e Variable Bass Boost e Variable Gain Control » Stable at 2Q

Model Channels Power Peak
ASA1100.5X - 441 150Watts x 4 + 500Watts x 1 2200 Watts
ASA700.5X - 441 100Watts x 4 + 400Watts x 1 1600 Watts
ASA600.4X - 4 200Watts x 4 1600 Watts
ASA400.4X - 4 100Watts x 4 800 Watts
ASA800.2X - 2 400Watts x 2 1600 Watts
ASA600.2X - 2 300Watts x 2 1200 Watts
ASA400.2X - 2 200Watts x 2 800 Watts
ASA300.2X - 2 150Watts x 2 600 Watts
ASA200.2X - 2 100Watts x 2 400 Watts
ASA-BASS - - Optional Remote Bass Knob

Mono-Block
A/BClass Amplifiers

e Variable Low-Pass Crossover e 2Q) Stahle
e Variable Bass Boost ® Remote Gain Included

power

Model Channels Power Peak
ASA600.1X - 1 600Watts x 1 1200 Watts
ASA400.1X - 1 400Watts x 1 800 Watts

Mono-Block
D Class Amplifiers

e Variable Low-Pass Crossover  Variable Subsonic Filter
e Variable Bass Boost e Remote Gain Included e 1Q Stable

Model Channels Power Peak
ASA1500.1DX - 1 1500Watts x 1 3000 Watts
ASA1000.1DX - 1 1000Watts x 1 2000 Watts

— Call your Sales-Rep for Details —
— Territory Restrictions —
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