
LESCO D I S T R I B U T I N G

– Territory Restrictions –

DTS Series Amplifiers
Common Features:
• Pulse Width Modulated Mosfet Power Supply • Variable Hi/Low Pass Fitler
• Heavy-Duty Brushed Aluminum Alloy Convection Cooled Heatsink • 2-Way
   System Protection Circuitry (Thermal/Short Circuit) • Nickel Plated Screw
   Terminals • Nickel Plated RCA Level Inputs

     Model  Channels/Class    4Ω RMS                  2Ω RMS                Bridged              Dynamic
                   @ 4Ω RMS          Power Output

DTS-500.2       2/A/B      50W x 2                  80W x 2               160W x 1                400W

DTS-750.2       2/A/B      75W x 2                 130W x 2               260W x 1                600W

DTS-500.4       4/A/B      50W x 4                  80W x 4               160W x 2                400W

DTS-800.1      Mono/D    162W x 1                280W x 1                      -                800W

DTS-1000.1      Mono/D    330W x 1                560W x 1                      -               1600W

DTS-1500.1      Mono/D    410W x 1                700W x 1                      -               2000W

XTV3 Digital
Series Amplifiers
Common Features:
• Aluminum Heatsink • Subsonic Filter • Variable Crossover Control
• Variable Bass EQ

       Model                  Channels            4Ω RMS      2Ω RMS        Bridged @ 4Ω RMS       Max Power

XT800.V3 DIGITAL           2-Class A/B            100W x 2      200W x 2 400W x 1                  400W

XT1600.V3 DIGITAL         2-Class A/B            200W x 2      400W x 2 800W x 1                  800W

XT800.V3 DIGITAL           4-Class A/B            700W x 4      120W x 4 230W x 2                  400W

XT2000DE.V3 DIGITAL   Mono-Class DE           400W x 1      700W x 1        -                 1000W

XT4000DE.V3 DIGITAL   Mono-Class DE           500W x 1      800W x 1        -                 1500W


