
CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE...... 

CALL FOR ADDITONAL MODELS

– Territory Restrictions –

  Model                   Size                  RMS/Peak                      Voice Coil              Impedance         
2XL-1240D        12"          450Watts/900Watts          2.5”                   Dual 4Ω  5.25“         
2XL-1040D   10"          400Watts/800Watts          2.5”                   Dual 4Ω  4.75”

2XL Series Compact 
Subwoofers

OEM Co-axial 
Replacement Speakers

2XL Series Extended 
Basket Design  
Subwoofers

2XL-1040DS      10”                  650Watts / 1300Watts                2.5”                   Dual 4 ohm 7.2“
2XL-1240DS      12”                  750Watts / 1500Watts                2.5”                   Dual 4 ohm          7.8”

  Model                   Size                  RMS/Peak                      Voice Coil              Impedance 

• Woven Glass Fiber Cone With Pressed Kraft Paper Reinforcement • Nitrile 
Butadiene Rubber (NBR) Surround • 2.5" Vented BKSV Voice Coil Former 
• Perimeter Aero-Vent Voice Coil Cooling Vents • Non Resonance DDC Coated Cast 
Aluminum Basket • XTRA XTRA Large Double Stacked Motor Structures • Square 
Spring Loaded Nickel Plated Input Terminals • Extended Basket Design

• Woven Glass Fiber Cone With Pressed Kraft Paper Reinforcement • Nitrile 
Butadiene Rubber (NBR) Surround • 2.5" Vented BKSV Voice Coil Former 
• Perimeter Aero-Vent Voice Coil Cooling Vents • Non Resonance DDC Coated Cast 
Aluminum Basket • XTRA XTRA Large Double Stacked Motor Structures • Square 
Spring Loaded Nickel Plated Input Terminals 

Mounting
Depth

  Model                          Size                    RMS/Peak        Magnet               Impedance 
Mounting

Depth

Mounting
Depth

OE652-FD
OE652-GM
OE652-NS
OE65C-GM
OE692-GM
OE692-TY
OE69C-TY

 6.5”
 6.5”
 6.5”
 6.5”

 6"x9"

20 oz.

20 oz.

20 oz.

 10 oz.

 10 oz.
60Watts/120Watts
60Watts/120Watts
60Watts/120Watts
80Watts/160Watts

 6"x9" 80Watts/160Watts

60Watts/120Watts 4Ω
4Ω
4Ω
4Ω
4Ω
4Ω

20 oz. 6"x9" 80Watts/160Watts 4Ω

1-5/8"
 1-1/4"

 1-1/4"
 1-1/4"

 1-1/2"

35 oz.
1-7/8"
1-7/8"

• Injection Molded PP Cone
• Nylon OEM Speaker Adapter
• Factory Plug and Play Wiring Adapters 
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– Territory Restrictions –

  Model                      Size                  RMS/Peak                    Voice Coil              Impedance         
        

XL Series 
Subwoofers

XL-1244D             12”                        400Watts/800Watts                   2.0”                     Dual 4 Ohm  5.75“
XL-1244                12”                        400Watts/800Watts                   2.0”                     Single 4 Ohm  5.75“
XL-1044D             10”                        350Watts/700Watts                   2.0”                     Dual 4 Ohm  5.25“
XL-1044                10”                        350Watts/700Watts                   2.0”                     Single 4 Ohm  5.25“
XL-844D                 8”                         200Watts/400Watts                   2.0”                     Dual 4 Ohm  4.4“
XL-844                    8”                          200Watts/400Watts                   2.0”                     Single 4 Ohm  4.4”

  Model                       Size                  RMS/Peak                      Voice Coil              Impedance       

XL Series Shallow 
Subwoofers

• Proprietary Non-pressed Paper DDC Coated Cone • High Roll  Santoprene® Surround 
• 2.0" Vented BASV Voice Coil Former• Perimeter Aero-Vent Voice Coil Cooling Vents 
• Proprietary Non Resonance Polycarbonate/Glass Fiber Basket • Chrome Push 
Terminals

• Proprietary Single Piece Injection Molded Flat Cone Design• High Roll Santoprene® 
Surround • 2.0" Vented KSV Voice Coil Former • Perimeter Aero-Vent Voice Coil Cooling 
Vents• Proprietary Non Resonance Polycarbonate /Glass Fiber Basket• Chrome Push 
Terminals 

XL-1240TD            12"          400Watts/800Watts          2.5”                   Dual 4Ω  3.8“         
XL-1240T                12"          400Watts/800Watts          2.5”                   Single 4Ω  3.8“
XL-1040TD   10"          350Watts/700Watts          2.5”                   Dual 4Ω  3.4“
XL-1040T   10"          350Watts/700Watts          2.5”                   Single 4Ω          3.4”

Mounting
Depth

Mounting
Depth

XEQ-4BT    |    4 BAND BLUETOOTH MULTI-ZONE EQUALIZER
• Switchable Main/BT/Aux Input
• Dual 4 Band EQ Controls
• Master Volume Control 

• Independent Variable 3 Zone Outputs
• Selectable Tri-Color Illumination Knob
• Marine Grade Conformal Coated PCB

• USB Charging Port
• 3.5mm Aux Input/Aux Output
• 6 Volts Max Low Level Output

• USB 5 Volt, 1 Amp Charging Port
• Power, Track Up/Down, Volume Up/Down and Pause

XEQ-9XO    |    9 BAND PARAMETRIC EQUALIZER/ PRE-AMP
• Switchable main / aux input
• Front/Rear/Sub Output
• Variable Input Gains

• Variable Subwoofer Crossover
• Subwoofer Volume Control
• Master Volume Control

• Variable Fader Control
• 10 Volt Max Output

• 3 Volt Max Output

XL-50BT    |    UNIVERSAL BLUETOOTH RECEIVER WITH VOLUME CONTROL
• CRS 4.0 Bluetooth Protocol
• >30’ Bluetooth Range
• RCA Audio Output

XTREME SIGNAL PROCESSORS & BLUETOOTH CONTROLS
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– Territory Restrictions –

 Model               Size              RMS/Peak          Voice Coil             Impedance          Motor

S-1204D          12"          300Watts/600Watts        2" BASV  Dual 4Ω          142 oz.          5.5”
S-1204              12"          300Watts/600Watts        2" BASV Single 4Ω           142 oz.          5.5”
S-1004D          10"          275Watts/550Watts        2" BASV  Dual 4Ω          116 oz.          5.2”
S-1004              10"          275Watts/550Watts        2" BASV Single 4Ω           116 oz.          5.2”
S-84D                  8"          125Watts/250Watts      1.5" BASV  Dual 4Ω          116 oz.          3.5”
S-84                      8"          125Watts/250Watts      1.5" BASV Single 4Ω           116 oz.          3.5”

S Series
Subwoofers

  Model         Size  RMS/Peak       Voice Coil             Impedance           Motor
S-12TD        12"          300Watts/600Watts        2" KSV  Dual 4Ω          140 oz.         3.25”
S-12T            12"          300Watts/600Watts        2" KSV Single 4Ω         140 oz.         3.25”
S-10TD        10"          275Watts/550Watts        2" KSV  Dual 4Ω          116 oz.         3.25”
S-10T            10"          275Watts/550Watts        2" KSV Single 4Ω         116 oz.         3.25”

S Series
Thin Subwoofers

  Model         Size  RMS/Peak       Voice Coil             Impedance           Motor
PS-12           12"            250Watts/500Watts        2" KSV Single 4Ω         140 oz.       5.4”
PS-10           10"            200Watts/400Watts        2" KSV Single 4Ω         140 oz.       5.1”

PS Series 
Subwoofers

• Injection Molded Cone • Composite Fiber Basket
• Chrome Push Input Terminals • 3.25" Deep

• 4 Layer Black Paper/Wool Cone • Large Roll Foam 
Surrounds• Chrome Push Input Terminals • Pole and Aero 
Vented Cooling• Non-Resonant Baskett

• DDC Treated Paper Cone • 4 Layer Treated Foam Surround 
• 2" BASV Voice Coil Former • Stamped Steel Basket

Mounting
Depth

Mounting
Depth

Mounting
Depth
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– Territory Restrictions –

S Series Full Range
Coaxial Speakers
and Components

Model        Size                               RMS/Peak           Tweeter         Magnet
S-6903 6 x 9" 3-Way          70Watts/210Watts           0.75" & 2" Mylar Cone          20 oz.
S-6902T 6 x 9" Thin          50Watts/150Watts                0.75" Silk Dome           10 oz.
S-6802 6 x 8" (5x7" Compatible)   60Watts/180Watts                0.75" Silk Dome           10 oz.
S-4102 4 x 10"                           50Watts/150Watts                0.75" Silk Dome           10 oz.
S-6502 6.5"                           50Watts/150Watts                0.75" Silk Dome           10 oz.
S-6752 6.75"                           50Watts/150Watts                0.75" Silk Dome           10 oz.
S-650T 6.5" (Thin)          45Watts/135Watts                0.75" Silk Dome           10 oz.
S-5202 5.25"                           40Watts/120Watts                0.75" Silk Dome            8 oz.
S-4602 4 x 6"                           35Watts/105Watts       0.5" PEI            6 oz.
S-4002  4"                           35Watts/105Watts                0.75" Silk Dome            6 oz.
S-3502  3.5"                           30Watts/90Watts       0.5" PEI            4 oz.
S-275CF  2.75" (Full Range)            30Watts/60Watts                             -             3 oz.

• DDC Paper Cone • Black Painted Steel Basket

*

**
* GM COMPATIBLE ** CHRYSLER/FORD COMPATIBLE

OE SERIES FULL RANGE (2-OHM) 

Model        Size                          RMS/Peak      Tweeter                           Magnet

OE-693
OE-692T
OE-690D
OE-700
OE-682
OE-675
OE-652
OE-522
OE-462
OE-402
OE-400

6x9” 3-WAY
6x9” Thin
6x9” 
7” 
6X8”(5x7" Compatible)
6.75” TO 6.5” 
6.5”
5.25”
4X6”
4”
4” 

100Watts/200Watts
60Watts/120Watts
70Watts/140Watts
90Watts/180Watts 
70Watts/140Watts  
60Watts/120Watts  
60Watts/120Watts
50Watts/100Watts 
40Watts/80Watts
40Watts/80Watts    
40Watts/80Watts          

30 oz.
10 oz.
25 oz.
16 oz.
14 oz.
12 oz.
12 oz.
10 oz.
  8 oz.
  8 oz.
12 oz.

0.75” & 2” Mylar Midrange
0.75” Aluminum Dome
                   -
                   -
0.75” Aluminum Dome
0.75” Aluminum Dome
0.75” Aluminum Dome
0.75” Aluminum Dome
0.75” Aluminum Dome
0.75” Aluminum Dome
                   -
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– Territory Restrictions –

Model   Channels        Power                      Peak

ASA3-1100.5       5               150Watts x  4/ 500 x 1  600Watts x 2

ASA3-700.5      5               100Watts x 4/ 400 x 1  400Watts x 2

ASA3-600.4                 4                  200Watts x 4   600Watts   

ASA3-400.4        4                  100Watts x 4   800Watts   

ASA3-600.2      2                  300Watts x 2   1200Watts     

ASA3-400.2      2                  200Watts x 2   800Watts

ASA3-300.2      2                  150Watts x 2   600Watts

ASA3-200.2      2                  100Watts x 2   400Watts

ASA3-600.1         1                  600 Watts x 1   1200 Watts

ASA3-400.1         1                  400 Watts x 1    800 Watts

• MOSFET Power Supply • Variable High/Low Level Input
• Variable Bass Boost • Variable Gain Control • Stable at 2 Ohm

Mono-Block  
Class A/B Amplifiers

Mono-Block  Class D Amplifiers

Model  Channels                       Power       Peak

ASA3-1500.1D        1                 1500 Watts x 1   3000 Watts

ASA3-1000.1D        1                 1000 Watts x 1   2000 Watts

ASA3-600.1D        D                 600Watts x 1    1200 Watts

PB-GAIN1     Optional Remote Level Control for ASA Amplifiers

Powerbass has a UMAP Policy Territory Restrictions
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Model   Channels        Power                      Peak

ASA3-1100.5       5               150Watts x  4/ 500 x 1  600Watts x 2

ASA3-700.5      5               100Watts x 4/ 400 x 1  400Watts x 2

ASA3-600.4                 4                  200Watts x 4   600Watts   

ASA3-400.4        4                  100Watts x 4   800Watts   

ASA3-600.2      2                  300Watts x 2   1200Watts     

ASA3-400.2      2                  200Watts x 2   800Watts

ASA3-300.2      2                  150Watts x 2   600Watts

ASA3-200.2      2                  100Watts x 2   400Watts

ASA3-600.1         1                  600 Watts x 1   1200 Watts

ASA3-400.1         1                  400 Watts x 1    800 Watts

XL Mini Amplifiers

      Model  Channels             Power                Peak   Remote Gain      Water Resistance
XL-5675M      5      160 Watts x 4 (2Ω)           350 Watts               YES            Water Resistant
XL- 4165M        4      160 Watts x 4 (2Ω)            1280 Watts              -               Water Resistant
XL-2205M        2       200 Watts x 2 (2Ω)           800 Watts            YES             Water Resistant
XL-4165M           4             160 watt x 4 (2Ω)             640 watt                 YES             Water Resistant 
XL-605DM           1       600 Watts x 1 (1Ω)           1200 Watts             YES             Water Resistant
XL-355DM      1       300 Watts x 1 (2Ω)            700 Watts              YES              Water Resistant
XL-4255MX             4             250 Watts x 4  (2Ω)            1000 Watts              -                     IPX67
XL-2305MX             2             300 Watts x 2  (2Ω)            1200 Watts            YES                   IPX67
XL-805DMX        1               800 Watts (1Ω)                1600 Watts               -                     IPX67

• Wrap Around Aluminum Heatsink • Conformal Coated PC Board 
• Variable Gain Control • Auxiliary Input (3.5mm) • Variable 
Subwoofer EQ

XL-1250    |    12 SPEAKER 500W AMPLIFIED BLUETOOTH SOUNDBAR
 • 500 watts RMS/1000 watts max • 6 x 3.5” Marine Grade Poly Cone Woofers • 2 x 3” Marine Grade Poly Cone Midrange • 4 x 1” SD Mylar 
Tweeters • Heavy Duty Extruded Aluminum Water Tight Housing • 2 Volts Line Output / Bluetooth and Wired Inputs • Universal Mounting L 
Brackets • OPTIONAL RF REMOTE CONTROL XL-SBCONRF ( Sold Separately )

• 300 Watts RMS / 600 watts max • 2 Volt Line Output • 4 x 3.5” Marine Grade Poly Cone Woofer • 2 x 3” Full Range Marine Grade Poly Cone 
Speakers • 2 x 1.25” SD Mylar Tweeter • Heavy Duty Extruded Aluminum Water Tight Housing • Bluetooth and Wired inputs • Universal 
Mounting L Brackets • OPTIONAL RF REMOTE CONTROL XL-SBCONRF ( Sold Separately )

• 250 Watts RMS / 500 watts max• 2 Volt Line Output• 2 x 3.5” Marine Grade Poly Cone Woofer• 2 x 3” Full Range Marine Grade Poly Cone 
Speakers• 2 x 1.25” SD Mylar Tweeter• Heavy Duty Extruded Aluminum Water Tight Housing• Bluetooth and Wired inputs• Universal Mounting 
L Brackets• OPTIONAL RF REMOTE CONTROL XL-SBCONRF ( Sold Separately )

XL-850    |    8 SPEAKER 300W AMPLIFIED BLUETOOTH SOUNDBAR

XL-650    |    6 SPEAKER 250W AMPLIFIED BLUETOOTH SOUNDBAR

POWERSPORTS

– Territory Restrictions –
Powerbass has a UMAP Policy Territory Restrictions

XTREME POWERSPORTS / MARINE SOUNDBARS 
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– Territory Restrictions –

3XL, 2XL TWEETERS
3XL-2S    |    1.25” SILK DOME TWEETER

• 60 watts RMS/120 watts max
• 3.0 kHz - 20 kHz Frequency Range
• Flush, Surface, or Angle mount

• 92dB SPL
• Neodymium Magnet
• Boxed/pair

• 12dB In-line Crossover

2XL-1T    |    1” TITANIUM DOME TWEETER

• 50 watts RMS/100 watts max
• 4.5 kHz - 25 kHz Frequency Range
• Flush, Surface, or Angle mount

• 91dB SPL
• Neodymium Magnet
• Boxed/pair

• 12dB In-line Crossover

2XL-3M    |    3” SOFT DOME MID RANGE

• 50 watts RMS/100 watts max
• 600Hz-10kHz Frequency Range
• Sealed Back

• 89dB SPL
• Neodymium Magnet
• 4-ohm Impedance

• Boxed/Pair

ACS-1000D     |    1000 watt x 1  (1-ohm)
• 600w  x 1 (2-ohm), 400w x 1 (4-ohm)
• Class D Circuitry
• Variable LP Crossover

• 12dB Selectable Bass EQ
• Variable Gain Control
• Variable Subsonic Filter

• High/Low Level Input
• Optional Remote Level Control
• 12.0” x 7.1” x 2.0”

ACS-500D     |    500 watt x 1  (1-ohm)

ACS-500.2D    |    500 watt x 1  (2-ohm)

• 300w  x 1 (2-ohm), 200w x 1 (4-ohm)
• Class D Circuitry
• Variable LP Crossover

• 300w  x 1 (4-ohm), 500w x 1 (2-ohm)
• Class D Circuitry
• Variable LP Crossover

• 12dB Selectable Bass EQ
• Variable Gain Control
• Variable Subsonic Filter

• 12dB Selectable Bass EQ
• Variable Gain Control
• Variable Subsonic Filter

• High/Low Level Input
• Optional Remote Level Control
• 9.7” x 7.1” x 2.0”

• High/Low Level Input
• Optional Remote Level Control
• 9.7” x 7.1” x 2.0”

ACS-2120     |    120 watt x 2  (2-ohm)
• 2 Channel 60 watt x 2 (4-ohm)
• 240 watt x 1 (4-ohm bridged)
• MOSFET Power Supply

• High/Low Level Input
• 8.5” x 7.1” x 2.0”

• Variable HP/LP Crossover
• 12dB Selectable Bass EQ
•  Variable Gain Control

ACS-4090     |    90 watt x 4  (2-ohm)
• 4 Channel 45 watt x 4 (4-ohm)
• 180 watt x 2 (4-ohm bridged)
• MOSFET Power Supply

• Variable HP/LP Crossover
• 12dB Selectable Bass EQ
•  Variable Gain Control

• High/Low Level Input
• 12.8” x 7.1” x 2.0”

ACS-4120     |    120 watt x 4  (2-ohm)
• 4 Channel 60 watt x 4 (4-ohm)
• 240 watt x 2 (4-ohm bridged)
• MOSFET Power Supply

• Variable HP/LP Crossover
• 12dB Selectable Bass EQ
•  Variable Gain Control

• High/Low Level Input
• 14.8” x 7.1” x 2.0”

ACS COMPACT FULL RANGE A/B AMPLIFIERS

ACS COMPACT CLASS-D AMPLIFIERS


