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QUALITY YOU CAN TRUST

CAR AUDIO - CARVIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

LOUDSPEAKERS

MR BULLET SERIES

MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ.RESPONSE
TPT-MR6-4 BULLET 6.5” 4Q MIDRANGE 150W / 500W 94 dB 160 - 9,500 Hz
TPT-MR8-4 BULLET 8” 4Q MIDRANGE 200W / 600W 95 dB 125 - 9,500 Hz
SLIM
SLIM SERIES DESIGN
MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ.RESPONSE
TPT-MR6-4 PRO 6.5” 4Q MIDRANGE 150W / 500W 94 dB 160 - 9,500 Hz
TPT-MB6-4 SLIM 6.5” 40 MIDBASS 200W / 600W 94 dB 95 - 7,600 Hz
TPT-MB8-4 SLIM 8” 40 MIDBASS 230W /700W 95 dB 90 - 7,200 Hz

M SERIES (soLD IN paIRS) - OEM REPLACEMENT CAR SPEAKER
MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ. RESPONSE
TPT-M6-4 6.5” 40 MIDRANGE  140W/400W (Pair) 94 dB 110 - 8,500 Hz

TPT-M6-8 6.5” 80 MIDRANGE  140W / 400W (Pair) 94 dB 110 - 8,500 Hz

COMPETITION SERIES

MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ. RESPONSE
TPT-MB12 2K5 12” 80 MIDBASS 1250W / 2500W 98 dB 60 - 5,500 Hz
MD SERIES
MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT CONE KIT
TPT-MD6-8 6.5” 80 MIDRANGE 200W / 600W 95 dB 145 - 9,000 Hz ---
TPT-MD8-8 8” 80 MIDRANGE 230W / 700W 95 dB 110 - 8,500 Hz -—-
TPT-MD10 v2 10” 8Q MIDBASS 325W / 650W 97 dB 75 - 5,500 Hz TPT-RPMD10 v2
TPT-MD10 PRO 10” 8Q MIDRANGE 400W / 1000W 100dB 80 - 4,000 Hz TPT-RPMD10 PRO
TPT-MD12 12” 80 MIDBASS 375W / 750W 97 dB 55-5,000 Hz TPT-RPMD12
TPT-MD12 PRO 12” 8Q MIDRANGE 400W / 800W 101 dB 55-3,000 Hz TPT-RPMD12 PRO
TWEETERS
Wha
MODEL RMS/MAX POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT DIAPHRAGM
TPT-ST1 (PAIR) 35W /150W (Pair) 100 dB 5,000 - 20,000 Hz S
TPT-ST2 CHROME (PAIR) 240W / 500W (Pair) 105dB 2,000 - 23,000 Hz _—
TPT-ST2 BLACK (PAIR) 240W / 500W (Pair) 105dB 2,000 - 23,000 Hz _—
TPT-ST3 BLACK (PAIR) 120W / 500W (Pair) 105 dB 2,000 - 22,000 Hz TPT-RPTST3
TPT-ST25 CHROME (PAIR) 300W / 900W (Pair) 109 dB 3,500 - 20,000 Hz TPT-RPST25
TPT-ST25 BLACK (PAIR) 300W / 900W (Pair) 109 dB 3,500 - 20,000 Hz TPT-RPST25
TPT-ST71 CHROME (PAIR) 300W / 900W (Pair) 108 dB 4,000 - 20,000 Hz TPT-RPST71
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MARINE SPEAKERS

MODEL SIZE IMPEDANCE APPLICATION RMS/MAX POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT KIT
TPT-CX6MW-4 6.5” 40 COAXIAL 160W / 450W (Pair) 89dB 55 -20,000 Hz TPT-RPCX6MW-4 TWEETER
TPT-CX8MW-4 8” 40 COAXIAL 250W/600W (Pair)  90.5dB 40 - 20,000 Hz TPT-RPCX8MW-4 TWEETER

1” EXIT COMPRESSION DRIVERS

MODEL VOICE COIL  IMPEDANCE POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT DIAPHRAGM

TPT-D250X 2” 80 75W / 150W 107 dB 400 - 8,000 Hz TPT-RPD250X
TPT-DH100 1”7 8Q 100W / 200W 106 dB 1,500 - 18,000 Hz —
TPT-DH150 1”7 8Q 75W / 150W 104 dB 1,500 - 18,000 Hz TPT-RPDH150
TPT-DH175 1” 80 75W / 150W 108 dB 1,300 - 19,000 Hz TPT-RPDH175
TPT-DH175 SLIM 1” 80 75W / 150W 108 dB 1,300 - 19,000 Hz TPT-RPDH175
2” EXIT COMPRESSION DRIVERS

MODEL VOICE COIL  IMPEDANCE POWER SENSITIVITY FREQ. RESPONSE  REPLACEMENT DIAPHRAGM
TPT-DH2000 27 80 150W / 450W 109 dB 1,000 - 20,000 Hz TPT-RPDH2000
TPT-DH2000 PRO 27 80 150W / 450W 110 dB 1,000 - 20,000 Hz TPT-RPDH2000
TPT-D3200Ti-ND 3”7 80 100W / 200W 110 dB 1,600 - 19,000 Hz TPT-RPD3200Ti-ND
TPT-D3000 3”7 80 100W / 200W 108 dB 1,500 - 15,000 Hz TPT-RPD3000
TPT-D5000ND 3.5” 16/16 =8Q  2x 225W / 2x 500W 123 dB 400 - 9,000 Hz TPT-RPD5000ND

HORNS - DESIGNED FOR CAR DOOR INSTALLATION

TPT-HL11-25 P TPT-HL14-50 SLIM

1” Exit Screw-On Horn i zﬂ 2” Exit Bolt-On Horn
Size: 4.52” x 4.52” x 2.95” o o Size: 6.10” x 6.10” x 2.95”
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MODEL TPT-RCA2F1M TPT-RCA1F2M TPT-RCA3FT

CABLE LENGTH 6” 6” 3’ 10’ 20’

TYPE Package of 10 Package of 10 Package of 10 Package of 10 Package of 10
2 Female to 1 Male Y RCA 1 Female to 2 Male Y RCA 2 Channel RCA Audio 2 Channel RCA Audio 2 Channel RCA Audio
Audio Signal Cable 6” Long Audio Signal Cable 6” Long Signal Cable 3 FT Long Signal Cable 10 FT Long Signal Cable 20 FT Long
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CAR AUDIO - CARVIDEO - CAR SECURITY -

SUBWOOFERS

1000 WATTS ENTRY-LEVEL

ﬁdPANO

QUALITY YOU CAN TRUST

C O) pisTRIBUTING

LED LIGHTING - CB RADIOS -

AUTO ACCESSORIES -

CAR SAFETY - MARINE AUDIO - AND MUCH MORE

SUBWOOFER UNBEATABLE 1500 WATTS
1000 rzrrccr crowce ror e 1500 .
SERIES ~ BASSHEAD ON A BUDGET fAmk

TPT-T1000-10 D4  TPT-T1000-12 D4 TPT-T1500-10 D4  TPT-T1500-12 D4  TPT-T1500-15 D4

Size 10” 127 Size 10” 127 15”
Max Power 1000 Watts 1200 Watts Max Power 1500 Watts 1600 Watts 1600 Watts
RMS Power 500 Watts 600 Watts RMS Power 750 Watts 800 Watts 800 Watts
Impedance Dual 4 Ohms Dual 4 Ohms Impedance Dual 4 Ohms Dual 4 Ohms Dual 4 Ohms
Xmax 14 mm 14 mm Xmax 16 mm 16 mm 16 mm
Voice Coil 2.4” 2.4” Voice Coil 2.6” 2.6” 2.6”

2500 WATTS - AMERICAN MADE VOICE COILS
COMPETITION GRADE SERIES WITH HIGH EXCURSION

2500

TPT-T2500-10 D2 TPT-T2500-12 D2 TPT-T2500-12 D4 TPT-T2500-15 D4

Size 10” 127 127 15”
Max Power 2000 Watts 2500 Watts 2500 Watts 2500 Watts
RMS Power 1000 Watts 1250 Watts 1250 Watts 1250 Watts
Impedance Dual 2 Ohms Dual 2 Ohms Dual 4 Ohms Dual 4 Ohms
Xmax 23.5 mm 23.5 mm 23.5 mm 23.5 mm
Voice Coil 3” 3” 3” 3”

3500 WATTS - AMERICAN MADE VOICE COILS
EXPERIENCE THE ULTIMATE SOUND PRESSURE

N E

SERIES

TPT-T3500-12 D2

TPT-T3500-15 D2

Size 12” 15”

Max Power 3500 Watts 3500 Watts

RMS Power 1750 Watts 1750 Watts

Impedance Dual 2 Ohms Dual 2 Ohms USA VOICE COIL
Xmax 29 mm 29 mm

Voice Coil 3” 3”

UADED SUBWOOFER BOXES

FOR FULL SPECS ON TIMPANO PRODUCTS, PLEASE VISIT - WWW.TIMPANOAUDIO.COM

TPT-T2500-1x10 D2

TPT-T2500-1x12 D2

TPT-T2500-2x12 D4

Included Sub 1x TPT-T2500-10 D2 1x TPT-T2500-12 D2 2x TPT-T2500-12 D4
Box Style Slanted Single 10” Ported Slanted Single 12” Ported Slanted Dual 12” Ported
Overall Size 14”Hx20.25" Wx 16“D 15.25"Hx21”Wx 16.75“D | 15.25” Hx 37.75" Wx 16.75“ D
Max Power 2000 Watts 2500 Watts 5000 Watts

RMS Power 1000 Watts 1250 Watts 2500 Watts

Final Impedance 1 Ohm 1 Ohm 1 Ohm
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CAR SAFETY - MARINE AUDIO -

() DISTRIBUTING

CAR AUDIO - CARVIDEO - CAR SECURITY -

LED LIGHTING -

ﬁdPANO

QUALITY YOU CAN TRUST

CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE......

AMPLIFIERS

Channels

RMS Power at 1 0hm 12.6V:
RMS Power at 2 Ohms 12.6V:
RMS Power at 4 Ohms 12.6V:
RMS Power at 8 Ohms 12.6V:
RMS Power at 1 Ohm 14.4V:
RMS Power at 2 Ohms 14.4V:
RMS Power at 4 Ohms 14.4V:
RMS Power at 8 Ohms 14.4V:
Supply Voltage:

Frequency Response:
Crossover Low Pass:

Crossover High Pass:
Dimensions (W XD xH ):
Weight:

Channels

RMS Power at1 0hm 12.6V:
RMS Power at 2 Ohms 12.6V:
RMS Power at 4 Ohms 12.6V:
RMS Power at 1 Ohm 14.4V:
RMS Power at 2 Ohms 14.4V:
RMS Power at 4 Ohms 14.4V:
Supply Voltage:

Frequency Response:
Crossover Low Pass:
Crossover High Pass:
Dimensions (W XD X H):
Weight:

Channels

RMS Power at1 0hm 12.6V:
RMS Power at 2 Ohms 12.6V:
RMS Power at 4 Ohms 12.6V:
RMS Power at 1 Ohm 14.4V:
RMS Power at 2 Ohms 14.4V:
RMS Power at 4 Ohms 14.4V:
Supply Voltage:

Frequency Response:
Crossover Low Pass:
Crossover High Pass:
Dimensions (W XD X H):
Weight:

CROSSOVERS & FQUALIZERS

380W 4x 100W 4x 225W 750W 1,240W
150W 4x 50W 4x 140W 700W 1,200W
700W
3,000W 5,200W 1,600W
1,800W 2,900W 460W 4x 115W 4x 260W 1,050W 1,600W
260W 4x 55W 4x 165W 900W 1,600W
900W
9 ~17Vdc 9 ~17Vdc 10 ~ 15Vdc 10 ~ 15Vdc 11 ~ 16Vde 9 ~15Vdc
8 Hz ~ 600 KHz 5Hz~600KHz 10Hz~22,000Hz 10 Hz~24,000Hz 20 Hz ~ 26,000 Hz 10 Hz ~ 15,000 Hz
8 Hz - 250 KHz 30Hz-250KHz 60 Hz - 22,000 Hz Fixed at 90 + 45 Hz Fixed at 90 Hz 90 Hz ~ 15,000 Hz
10 Hz - 700 Hz Fixed at 90 Hz Fixed at 90 Hz 10Hz ~ 90 Hz
9.03"x9.36” x 3.05” 12.85"x9.36"x3.05" 5.02"x3.93"x2"  5.02"x3.93"x2" 8.11"x8.11"x2.6" 5.53"x9.36” x 3.05”
6.14 Lbs 8.87 Lbs 1.12 Lbs 1.12 Lbs 3.75 Lbs 3.62 Lbs
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TPT-80006q 1 onm

2,015W 3,000W 5,000W ,
1,330W 2,115W 2,000W 3,000W 2,800W 5,000W 5,100W 8,000W
1,140W 2,000W 3,050W 3,030W 5,000W
2,600W 3,350W 5,600W 8,900W
1,720W 2,750W 2,100W 3,700W 3,400W 5,500W 6,000W 8,950W
1,600W 2,500W 3,550W 4,000W 6,050W
9~ 16 Vdc 9~ 16 Vde 9.5~ 15 Vde 9.5~ 15 Vdc

10 Hz ~ 22,000 Hz
90 Hz ~ 22,000 Hz
10 Hz ~ 90 Hz
7.46”x 9.36” x 3.05”
465 Lbs | 4.63LbS

1 1

10 Hz ~ 20,000 Hz
90 Hz ~ 20,000 Hz
10 Hz ~ 700 Hz
7.46” x 9.36” x 3.05”
481 Lbs | 3.54LbS

10,500W
sa00W 10,500W CONTROL ON YOUR PHONE
3,900W 6,200W 2
111600W 60
7,300W 11,600W App Store
4,800W 7,500W —

9.5 ~ 15 Vdc > Google Play

10 Hz ~ 15,000 Hz
50 Hz ~ 15,000 Hz
10 Hz ~ 700 HZ
20"x11.57"x 3"
16.5 Lbs

AVAILABLE FOR [0S AND ANDROID DEVICES

10 Hz ~ 15,000 Hz
50 Hz ~ 15,000 Hz

10 Hz ~ 15,000 Hz
50 Hz ~ 15,000 Hz

10 Hz ~ 700 Hz 10 Hz ~ 700 Hz
12.20" x 11.57"x 3" 17.51"x 11.57" x 3"
9.0 Lbs 13.9 Lbs
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Signal Processor 4 Channel
Bluetooth DSP

Dimensions (H x W x L):
1.3"x3.8"x7.4"

4-Channel DSP Controlled

by a Wireless BT Connection

2 Channel Input or Hi-Level Input
4 Channel Output

Built-In Voltmeter

Built-In Relay ( Sequencer )

3-way Electronic Crossover

2/4/6 Channel Input

6-Channel / 5 Volt RCA Outputs
(Front/Rear/Subwoofer)
Front/Rear/Subwoofer Level Control
Subwoofer Equalizer and Boost Level Control
High-Pass Crossover Frequency Multiplier
Remote Subwoofer Level Control

Gold Plated Terminals

7 Band Graphic Equalizer

1/2 - DIN Graphic Equalizer / Crossover
6-Channel / 8-Volt RCA Line-Level Output
2 Selectable Inputs

Subwoofer-Level Control

Front 3.5 mm Aux Input
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