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pr——.
MOTO SERIES LOUDSPEAKERS Lol Y1 ©

MOTO SERIES TWEETERS L.ai

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

MODEL SIZE IMPEDANCE APPLICATION POWER SENSITIVITY FREQ. RESPONSE RECONE KIT
MT6MR400CF-NDY-4 SLIM 6.5" 40 MIDRANGE 200W /400W 95dB  120- 12,000 Hz RKMT6MR400CF-4
MTE6MRGE00CF-NDY-2 6.5" 20 MIDRANGE 300W /600W 96 dB 90-12,000 Hz RKMT6MRG600CF-NDY-2
MT6ECX580-NDY-4 6.5" a0 COAXIAL 80W / 500W 95/106 dB 100 - 10,000 Hz RKMT6ECX500-NDY-4
MTE8MB600CF-NDY-4 8" 40 MIDBASS 300W /600W 96dB 65-5,700Hz RKMT8MB600CF-NDY-4
MTE8MR400CF-NDY-4 SLIM 8" 40 MIDRANGE 200W /400W 95dB  110-13,500 Hz RKMT8MR400CF-4
MT8MRE00-NDY-4 8" 40 MIDRANGE 300W /600W 98dB 90 - 10,000 Hz RKMT8MR600-NDY-4
MT8SW200 D4 8" 4+40 SUBWOOFER 400W /800W 81dB NOT AVAILABLE RKMT8SW800 D4
MT10SW1000 D4 10 4+40 SUBWOOFER 500W /1000W 86dB  NOT AVAILABLE RKMT10SW1000 D4
MT10W1200-NDY-4 10” 40 WOOFER 600W /1200W 97dB 40 - 4,000 Hz RKMT10W1200-NDY-4

MODEL _POWER  SENSITIVITY FREQ. RESPONSE REPLACEMENT DIAPHRAGM
MT2.2TWB-4 60W / 120W 107d8 4,500 - 20,000 Hz RPDMT2.2TW-4 :@
MT2.2TWC-4 60W / 120W 107 dB 4,500 - 20,000 Hz RPDMT2.2TW-4 s
MT2.7TWB-4 70W / 140W 107 dB 4,000 - 20,000 Hz RPDMT2.7TW-4 .

3"/ 4” /] 5.25” /] 6.5” LOUDSPEAKERS

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

MODEL SIZE IMPEDANCE APPLICATION POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT CONE KIT
3MR40-NDY-4 3" a0 MIDRANGE 20W / 40W 91dB 120 - 20,000 Hz NOT AVAILABLE
4MR60-4 4" a0 MIDRANGE 30W /60W 90dB 90 - 15,000 Hz NOT AVAILABLE
4MR60-NDY-4 4" a0 MIDRANGE 30W / 60W 91dB 90 - 20,000 Hz NOT AVAILABLE
5MRA450-NDY 525" 40/80 MIDRANGE 225W /450W 94dB 160 - 16,000 Hz RK5MR450-NDY
6MB100-4 6.5 a0 MIDBASS 50w /100w 90dB 90 - 10,000 Hz NOT AVAILABLE
6MB200 v2 6.5 4an/sn MIDBASS 100W /200W 93.5dB 125 - 6,500 Hz NOT AVAILABLE
6FR200 6.5" 80 FULL RANGE 100W /200W 92.5dB 80 - 20,000 Hz NOT AVAILABLE
6MR200A 6.5 4n/80 MIDRANGE 100W /200W 94dB 155 - 11,000 Hz NOT AVAILABLE
6MR250SEAL 6.5" 80 MIDRANGE 125W /250w 95dB 400 - 6,000 Hz NOT AVAILABLE
6MR400SEAL PRO 6.5" 80 MIDRANGE 200W /400W 96dB 400 - 10,000 Hz NOT AVAILABLE
6MR250B-4 SLIM 6.5" a0 MIDRANGE 125W /250W 93.5dB 145 - 8,000 Hz NOT AVAILABLE
6MB400 6.5" 80 MIDBASS 200W /400W 94dB 95 - 7,500 Hz NOT AVAILABLE
6MRA400-4 BULLET 6.5" a0 MIDRANGE 200W /400W 95dB 145 - 12,500 Hz NOT AVAILABLE
6MR400-NDY-4 BULLET 6.5" a0 MIDRANGE 200W /400W 95.5dB  145- 14,000 Hz RK6MR400-NDY-4 BULLET
6MR400CF-4 6.5" a0 MIDRANGE 200W /400W 95dB 120- 12,000 Hz RK&EMR400CF-4
6CX380-4 SLIM 6.5" an COAXIAL 380W /760W 96dB 100 - 20,000 Hz RCX380D
6MR500-NDY 6.5 40/80 MIDRANGE 250W /500W 96dB 90 - 13,000 Hz RK6MRS500-NDY
6MR500CF-NDY-4 6.5" a0 MIDRANGE 250W /500W 96dB 95-11,000 Hz RK6MRS500CF-NDY-4
6MB550FT 6.5" 4n/sn MIDBASS 275W /550W 94.5dB 85 - 7,500 Hz RK&6MB550FT
6MRG00X-NDY 6.5 40/80 MIDRANGE 300W /600W 97.5dB 90 - 13,000 Hz RK6MR6&00X-NDY

sasddS*Jd9d9S

BEST-SELLER MIDRANGE
PRO AUDIO SPEAKER

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT

6MRS00CF-NDY-4

HIGH-PERFORMANCE MIDRANGE
PRO AUDIO SPEAKER

O e Q

EMREGO0X-NDY

COAXIAL PERFORMANCE
FROM A SINGLE SPEAKER

6GRILL-POLY
6.5" SPEAKER GRILL
SCREWS INCLUDED /][]

| ALSO AVAILABLE IN8"
BGRILL-POLY

WWW.PRVAUDIO.COM F=i<€\J/,

CROUP/I‘
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6x9"” LOUDSPEAKERS

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

@O =

SENSITIVITY FREQ. RESPONSE

MODEL SIZE IMPEDANCE APPLICATION POWER
69FR250-4 6x9” an FULLRANGE  125W / 250W
69CX380-4 6x9” a0 COAXIAL 190W / 380W
69MRS500-4 BULLET gxo” a0 MIDRANGE  250W / 500W
69MR500-PhP-4  gyg” 40 MIDRANGE  250W / 500W
69MR500CF-NDY-4 gxg” 40 MIDRANGE  250W / 500W

69MR500-4 BULLET

HIGH-PERFORMANCE SOLUTION
FOR CAR AUDIO STEREO

8" LOUDSPEAKERS

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

MODEL IMPEDANCE VOICE COIL APPLICATION POWER SENSITIVITY FREQ. RESPONSE
8MB450 v2 40/ 8n 2.00" MIDBASS 225W /450W 93.5dB 75-7,500 Hz
8FR250 80 1.50” FULLRANGE 125W /250W 93.5dB 50 - 18,000 Hz
8MR450A 80 1.50" MIDRANGE 225W /450W 96dB 80 - 9,500 Hz
8MRA450CF-4 a0 1.50" MIDRANGE 225W /450W 96dB 95- 10,000 Hz
8MR400B-4 SLIM a0 1.50“ MIDRANGE 200W /400W 93.5dB 95-7,500 Hz
8MR500-4 BULLET a0 1.50" MIDRANGE 250W /500W 95dB 95 - 20,000 Hz
8MR500-NDY-4 BULLET 40 1.50" MIDRANGE 250W /500W 97dB 95-20,000 Hz
8MB500 40/ 80 2.00" MIDBASS 250W /500W 95dB 75 - 6,500 Hz
8MRS500SEAL PRO 80 2.00” MIDRANGE 250W /500W 97dB 400 - 7,500 Hz
8CX380-4 SLIM a0 1.50" COAXIAL 190W /380W 97dB 100 -20,000 Hz
8MR400 80 1.50” MIDRANGE 400W /800W 96dB 90 - 7,500 Hz
8MR500CF-NDY-4 40 2.00" MIDRANGE 250W /500W 96dB 95-10,000 Hz
8MB700FT 80 2.50" MIDBASS 350W /700W 97dB 80 - 5,600 Hz
8MB700FT-NDY 40/ 80 2.50" MIDBASS 350W /700W 98dB 70 - 5,600 Hz
8MR6B00X an/8q 2.00" MIDRANGE 300W /600W 98dB 85 - 8,500 Hz
B8MRE00X-NDY 80 2.00" MIDRANGE 300W /600W 98dB 95-10,000 Hz
B8MR450A 8MR500-4 BULLET
BEST 8" MIDRANGE TO RAISE “ HIGH PERFORMANCE ‘
YOUR VOCAL RESPONSE CAR AUDIO SOLUTION

69GRILL-POLY
94 dB 75 - 18,000 Hz
” 6x9" SPEAKER GRILL

97 dB 90 - 20,000 Hz SCREWS INCLUDED
96 dB 150 - 12,500 Hz m
97 dB 500 - 12,000 Hz
96 dB 100 - 13,000 Hz

69MR500CF-NDY-4

HIGH-PERFORMANCE SOLUTION WATER
FOR CAR AUDIO STEREO RESSTANT

S(6BSES

REPLACEMENT CONE KIT

NOT AVAILABLE
NOT AVAILABLE
NOT AVAILABLE
RK8MRA450CF-4
NOT AVAILABLE
NOT AVAILABLE
RK8MR500-NDY-4 BULLET
NOT AVAILABLE
NOT AVAILABLE
RCX380D
NOT AVAILABLE
RK8MRS500CF-NDY-4
RK8MB700FT
RKBMB700FT-NDY
RK8MR6E00X
RKBMR6E00X-NDY

8MB700FT-NDY

8" MIDBASS WITH 2.5 VOICE COIL
AND NEODYMIUM MAGNET

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM Fl?%

GROUP




CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

MODEL

10FR300
10W650A
10MR650A
10MR650A-NDY
10MBBOOFT
10MR800 PRO
10MB1000FT
10W1000-NDY
10MR1000 PRO
10MR1200X
10MR2000-NDY

MODEL

12W750A
12WB800A
12MB1000FT
12MR1000 PRO
12MR1200X
12MB1500FT
12W1600
12w2000
12MB2000FT-NDY
12MR2000
12ZMR2000-NDY
12MR2000X V2
12MR2000X-NDY
12W5000-2

IMPEDANCE VOICE COIL

80
an/sn
an/sn
80
80
80
80
an/sn
80
80
80

IMPEDANCE VOICE COIL

80
8n
an/sn
8n
80
80
80
80
80
80
80
8n
80
20

2.00"
2.50”
2.50"
2.50"
2.50
3.00"
3.00”
3.00”
3.00”
3.00"
4.00"

2.50”
2.50”
3.00”
3.00”
3.00"
3.50*
4.00"
4.00"
3.50"
4.00"
4.00”
4.00”
4.00"
4.00”

10" LOUDSPEAKERS

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

APPLICATION

FULL RANGE
WOOFER
MIDRANGE
MIDRANGE
MIDBASS
MIDRANGE
MIDBASS
WOOFER
MIDRANGE
MIDRANGE
MIDRANGE

12" LOUDSPEAKERS

PRV AUDIO OFFERS A GREAT VARIETY OF PRODUCTS TO FIT MOST APPLICATIONS

APPLICATION

WOOFER
WOOFER
MIDBASS
MIDRANGE
MIDRANGE
MIDBASS
WOOFER
WOOFER
MIDBASS
MIDRANGE
MIDRANGE
MIDRANGE
MIDRANGE
WOOFER

POWER

150W / 300W
325W / 650W
325W / 650W
325W / 650W
400W / 800W
400W / 800W
500W / 1000W
S00W / 1000W
500W / 1000W
600W / 1200W
1000W / 2000W

POWER

375W / 750W

400W / 800W
500W / 1000W
500W / 1000W
600W / 1200W
750W / 1500W
800W / 1600W
1000W / 2000W
1000W / 2000W
1000W / 2000W
1000W / 2000W
1000W / 2000W
1000W / 2000W
2500W / 5000W

SENSITIVITY

100 dB
97 dB
97.5dB
98 dB
99 dB
98.5dB
97.5dB
98 dB
100 dB
101 dB
99 dB

SENSITIVITY

97 dB
97 dB
97.5dB
99 dB
101.5dB
98.5dB
94 dB
94 dB
99.5dB
97 dB
98 dB
100 dB
100 dB
93 dB

FREQ. RESPONSE

50 - 14,000 Hz
75- 5,500 Hz
80 - 6,500 Hz
75 - 5,700 Hz
65 - 6,500 Hz
100 - 6,500 Hz
75 - 7,000 Hz
55 - 5,500 Hz
75 - 6,000 Hz
80 - 7,000 Hz
90 - 6,500 Hz

@ades

REPLACEMENT CONE KIT

NOT AVAILABLE
RK10WG650A
RK10MR650A
RK10MR650A-NDY
RK10MBBOOFT
RK10MR800 PRO
RK10MB1000FT
RK10W1000-NDY
RK10MR1000 PRO
RK10MR1200X
RK10MR2000-NDY

FREQ. RESPONSE REPLACEMENT CONE KIT

60 - 5,500 Hz
55- 5,800 Hz
70 - 3,200 Hz
70 - 6,500 Hz
70 - 6,500 Hz
75 - 5,000 HZ
55- 2,500 Hz
50 - 2,200 Hz
72 -5,200Hz
72- 5,000 Hz
68 - 4,800 Hz
100 - 5,300 Hz
100 - 5,200 Hz
60 - 2,500 Hz

RK12W750A
RK12WE800A
RK12MB1000FT
RK12MR1000 PRO
RK12MR1200X
RK12MB1500FT
RK12W1600
RK12W2000
RK12MB2000FT-NDY
RK12MR2000
RK12MR2000-NDY
RK12MR2000X V2
RK12MR2000X-NDY
RK12WS5000-2

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM FI?U/,
GCROUP »




CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

V" DRIVERS / HORNSJV 971 TooXos

1" COMPRESSION DRIVERS

MODEL SIZE  IMPEDANCE POWER SENSITIVITY ~ FREQ. RESPONSE REPLACEMENT DIAPHRAGM
DT175Ph-S 1" EXIT 80 75W / 150W 108 dB 1,300 - 19,000 Hz RPDT175Ph
D230Ti-S 1” EXIT 80 30W / 60W 105 dB 1,800 - 20,000 Hz RPD230Ti
D270Ph-S 1” EXIT 80 75W / 150W 107.5 dB 400 - 8,000 Hz RPD270Ph
D275Ph-S 1” EXIT 80 100W / 200W 107 dB 500 - 6,500 Hz RPD275Ph
D280Ti-S 1" EXIT 80 80W / 160W 109 dB 1,300 - 20,000 Hz RPD280Ti
D290Py-S 1” EXIT 80 90W / 180W 109 dB 650 - 19,000 Hz RPD290Py

1" WAVEGUIDES MAKE YOUR OWN COMBO

WGP14-25 BLACK-S
GOLD, CHROME, BLUE, GREEN, PURPLE. WHITE

{900

() MOUNTING DEPTH: 3.93

WG08-25 WG11-25 WHITE WG11-25 WG11-25 CHROME WG17-25 WG23-25

¢ 4 7 A

MOUNTING DEPTH: 1.72

COMBOS - COMPRESSION DRIVERS + HORNS

MODEL DIAMETER VOICE COIL POWER SENSITIVITY FREQUENCY RESPONSE REPLACEMENT DIAPHRAGM
WG175Ph 1” EXIT 1* 75W / 150W 108 dB 1,300 - 16,000 Hz RPDT175Ph
WG175Py-Nd-4 1" EXIT 1* 75W / 150W 107 dB 1,600 - 20,000 Hz RPDT175Py-4
WG230Ti 1”7 EXIT 1.40" 30w / 60W 105 dB 1,800 - 20,000 Hz RPD230Ti
WG270Ph 1" EXIT 2" 75W / 150W 106.5 dB 600 - 8,000 Hz RPD270Ph
WGP275Ph 1" EXIT 2" 100w / 200W 106 dB 500 - 6,500 Hz RPD275Ph
WG2000Py SLIM 2" EXIT - 150W / 300W 107 dB 1,000 - 17,000 Hz RPD2000PY
WG2200Ph SLIM 2" EXIT 2" 100W / 200W 107 dB8 800 - 9,000 Hz RPD2000Ph
WG2500Py SLIM 2" EXIT 2.5" 100w / 200W 107 dB 800 - 17,000 Hz RPD2500Py
WG2500Ti 2"EXIT  2.5" 100W / 200W 107 dB 1,200 - 17,000 Hz RPD2500Ti
TWEETERS X . Y X' J " I ¥ - f " ¥ “JIQE 9
MODEL POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT DIAPHRAGM
TW100SD-4 50w / 100W 92 dB 2,000 - 20,000 Hz NOT AVAILABLE ‘
TW150SD-4 60W / 120W 94 dB 2,000 - 20,000 Hz NOT AVAILABLE
TW350Ti v2 60W / 120W 105 dB 4,500 - 20,000 Hz RPTW350Ti v2
TW350Ti-4 120W / 240W 105 dB 4,500 - 20,000 Hz RPTW350Ti-4
TW350Ti-4 SLIM 60W / 120w 104 dB 4,500 - 20,000 Hz RPTW350Ti-4 SLIM
TWA400Ti-Nd-4 v2 60W / 120W 106 dB 4,500 - 20,000 Hz RPTW400Ti-Nd-4 v2
TW400Ti-Nd-4 PRO 60W / 120W 106 dB 4,500 - 20,000 Hz NOT AVAILABLE (‘P
TWA400Ti-Nd-4 SLIM 60W / 120W 105 d8 4,500 - 20,000 Hz NOT AVAILABLE =N
TW400Ti-Nd-4 SLIM WHITE 60W / 120W 105 dB 4,500 - 20,000 Hz NOT AVAILABLE s
TW450Ti-Nd-4 60W / 120W 107 dB 4,500 - 20,000 Hz RPTWA450Ti-Nd-4 -
TW500My-Nd 75W / 150W 108 dB 3,500 - 19,000 Hz RPTWS00My-Nd (=
TW700Ti 120w / 240w 107 dB 3,500 - 20,000 Hz RPTW700Ti ,
TW700Ti WHITE 120w / 2a0W 107 dB 3,500 - 20,000 Hz RPTW700Ti
TW700Ti-CR 120W / 240W 107 dB 3,500 - 20,000 Hz RPTW700Ti
TW700Ti-4 SLIM 100W / 200W 105 dB 4,500 - 20,000 Hz RPTW700Ti-4
TW1000Ph 100W / 200W 106 dB 4,000 - 20,000 Hz RPTW1000Ph
TW350Ti-4 SLIM TW700Ti
SLIM DESIGN TITANIUM HIGH FREQUENCY
PRO AUDIO SUPER TWETER BULLET TWETER

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM Fl?hy,
GCROUP »




CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

_ 2'DRIveRs/HoRNS X T 1 1 X

MODEL SIZE IMPEDANCE POWER SENSITIVITY FREQ. RESPONSE REPLACEMENT DIAPHRAGM
D3220Ti 2" EXIT 80 150W / 300W 108 dB 1,200 - 17,000 Hz RPD3220Ti

D3220Ti-Nd 2" EXIT 80 150w / 300W 110 dB 1,600 - 19,000 Hz RPD3220Ti

D3500TiH-Nd 2" EXIT 8n 150w / 300w 110 dB 800 - 18,000 Hz RPD3500TiH-Nd

D4400Ti 2" EXIT 80 200w / 400W 110dB 1,000 - 17,000 Hz RPD4400Ti

D4400Ti-Nd 2" EXIT 80 200W / 400W 110dB 1,300 - 17,000 Hz RPD4400Ti

D2500Py 2" EXIT 80 100W / 200W 109 dB 800 - 17,000 Hz RPD2500Py

D2200Ph 2" EXIT 80 100w / 200W 107 dB 800 - 9,000 Hz RPD2200Ph

D3220TiH-Nd 2" EXIT 80 110w / 220W 109 dB 800 - 19,000 Hz RPD3220TiH-Nd

D3220Ph 2" EXIT 80 150w / 300W 108 dB 650 - 7,500 Hz RPD3220Ph

D3220Ph-Nd 2" EXIT 80 150w / 300W 109 dB 600 - 7,500 Hz RPD3220Ph

D4400Ph 2" EXIT 8n 200w / 400W 109 dB 600 - 7,000 Hz RPD4400Ph

D4400Ph-Nd v2 2" EXIT 80 200W / 400W 109 dB 450 - 7,500 Hz RPD4400Ph

D4500Ph 2" EXIT 80 250w / soow 108 dB 450 - 6,000 Hz RPD4500Ph

D4500Ph-Nd 2" EXIT 80 250w / soow 110dB 450 - 7,000 Hz RPD4500Ph-Nd
D4600TiH-Nd 2" EXIT 80 300W / 600W 111 dB 450 - 19,000 Hz RPDA4600TiH-Nd V
27 WAVEGUIDES MAKE YOUR OWN COMBO

WGP14-50 CR MOUNTING DEPTH: 5.02

CHROME, GOLD, GREEN, PURPLE, PINK, CHROME SILVER, GOLD BLACK, RED WHITE, BLUE WHITE, ORANGE WHITE WGP 14-50PR WGP 14-50PR BLACK

WGP14-50X

WGP14-50 WHITE  WGP14-50 BLACK

. o op

WGP22-50PR WGP22-50

BLACK, WHITE

MOUNTING DEPTH: 2.86
CHROME, GOLD CR, BLUE CR. BLUE MATTE, RED CR, RED MATTE, WHITE CR

WG14-50 CR

WGP26-50
BLACK, WHITE

-

WGP 14-50X SLIM MOUNTING DEPTH: 2 61

SLIM AND COMPACT HORN DESIGNED TO FIT MOST 2" EXIT DRIVERS
BLACK, CHROME, GOLD CR, BLUE CR, RED CR, WHITE CR

- y I

WGP 14-50 DUAL TONE
BLACK, GREY, BLUE, COPPER

WGP22-50X WG45-50

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM Fﬁ?%

CROuUP




CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

FULL RANGE AMPLIFIERS

QSQE}EL

Channels: 1 1 1 1 1 1 1 1 1 1
Rated RMS Power at 1 Ohm 14V: 2000W - 3000W e SO00W e 7000W = 9000W b
Rated RMS Power at 2 Ohms 14V: 1600W 2000W 1100w 3000W 3400W S000W 00w 2000W $400W S000W
Rated RMS Power at 4 Ohms 14V: — 1500W - 2100W - 3500W - 4500W 6200w
Average Efficiency 7% % 7% 80% 9% 1% % 0% 7% 9%
Musical Current Draw: 110A 105A 1554 150A WS A 2404 380 A 365A 480 A aTSA
Operating Vohage: 916 Volts 9-16 Volts 9-16 Volts 9-16 Volts 9-16 Valits
Frequency Response (-3 dB): 20 - 20,000 Hz 20 - 20,000 Hx 20 - 15,000 Hr 20 - 15,000 He 20 - 15,000 Hz
Dimensions (WxDxH ) 8.66" x 7.40" x 3.00 B.66" x 7.30% x 2.00° 12.00" x 10.25" x 3.00 17.25" x 10.25" x 3.00" 20.00" x 10.75" x 3.007
Weight: 4.801Lbs 5.101bs 9.50Lbs 9.701Lbs 13.90 Lbs 14,40 Lbs 16.30 Lbs 16.50 Lbs
QS SERIES _ Q SERIES _
Channels: 1 Channels: K 4 4
Rated RMS Power at 1 Ohm 14V: 16000W Rated RMS Power at 2 Ohms 14V: dx 100W RMS dx 220W RMS. dx 130W RMS
Rated RMS Power at 2 Ohms 14V: 1000W Rated RMS Power at 4 Ohms 14V: 4x TOW RMS dx 140W RMS 4x 160W RMS
Rated RMS Power at 4 Ohms 14V 7000W Bridged Rated RMS Power at 4 Ohms 14V: 2x 200W RMS 2x 450W RMS 2x 60OW RMS
Average Efficiency: % Average Eficiency: BO% % 8a%
Musical Current Draw 950 A Musical Current Draw: GSA 45A S5A
Operating Voltage: 9.1 Volts Operating Voltage: 9-15 Volts 9-15 Volts 9-15 Vol
lenmi'llllf 20 - 10,000 Hz Frequency Response (-3 d8) 20 - 25,000 Mz 20 - 25,000 Mz 20 - 24,000 Hz
Dimensions (WxDxH): 20.35" x 10.25" x 3.00° Dimensions (WxDaxHE 400" x5.40" x2.00° 7.90" x 8.00° x 2.65" 7.90" x 842" x 265"
Walght 21.00 Lbs Weight: 118 Lbs 3.80 Lbs 4.50 Lbs

100% COPPER POWER/GROUND CABLES Jg==tct -

1

POWER/GROUND OFC

AVAILABLE IN 2/0, 1/0, 4 AWG, AND 8 AWG
- FLEXIBLE PVC CASING - 100% COPPER WIRE

ORANGE BLACK AMBER ELECTRIC NEON TINTED CLEAR
GOLD BLUE GREEN GREY

MODEL
MODEL

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM i'-‘ﬁ'f”uy/
GROUP 7




R AUDIO - CAR VIDEO - CAR SECURIT R SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS O ACCESSORIES - A

BASS MONOBLOCK AMPLIFIERS

DESIGNED FOR SPL COMPETITORS OR THOSE LOOKING TO BANG HARDER ON THEIR DAILY SYSTEMS.
THESE CLASS-D MONOBLOCK AMPLIFIERS HAVE AN OVERBUILT POWER SUPPLY WITH TRUE COPPER TO PROVIDE OPTIMUM BASS RESPONSE!

BLOCK AMBLIEIER

Channels: 1 1 1 1
Rated RMS Power at 1 Ohm 14V S00W - 00w .
Rated RMS Power at 2 Ohms 14V 30w SO0W TOOW 00W
Rated RMS Power at 4 Ohms 14V - 120w - Tiow = =
Average EMiciency: e 0% ™ 0% fiad 5%
Musical Current Draw- A na QA w0A HWA FSA
Operating Voltage: 916 Voits 916 Volts 916 Volts $-16 Voits
Frequency Response (-3 dB) 10 - 200 M2 10 - 200 Mz 5- 200 Mz 5200 Mz
Dimensioms [ WxDxH ) AT5" 2 625" x 225" 6.00" x 6.25" x 2.257 10.50 x B.50" x 3.25% 17.50" x 8.50" x 0.25%
Weight 2.00 Lbs 2701w 8.20 Lba 16.00 Lbs.

MINI AMPLIFIERS

DESIGNED FOR HIGH PERFORMANCE SYSTEMS THAT REQUIRE HIGH POWER OUTPUT BUT HAVE VERY LITTLE SPACE TO SPARE, THE MDX SERIES AMPLIFIERS
FEATURES EXCLUSIVE AND PATENTED TECHNOLOGIES THAT ENSURE A HIGH DEFINITION SOUND QUALITY IN THE MOST COMPACT AND RELIABLE DESIGN

D oo
MDX

PiRva

— _
Channels: 2
Rated RMS Power at 1 Ohm 14V: um hmw: x-m
Rated RMS Power st 2 Ohms 14V: 1x 1100w Lx 1800W 1x LISOW s 380W n 60OW 2x 1000W
Rated RMS Power at 4 Ohms 14V: 1x 1100w = x 400w 2x 660W
Bridged Rated RMS Power at 2 Ohms 14V: - : 1x 1200W - -
Bridged Rated RMS Power at 4 Ohms 14V: - - = - 2x 1200W 1x 2000W
Average Efficiency: L 86N Ba% B5% BN 0%
Musical Current Draw: A A WA STa S8A MA
Operating Voltage: 916 Velts 16 Voits 816 Volts 516 Voits
Frequency Respome (-3 dB): 10 - 25,000 Mz 10 - 25,000 Mz 10 - 20,000 Ha 10 - 22,000 Mz
Dimensions (W x D xH ) 6.60" % 5.90" x 2607 5507 & 5.90" x 260" 650" 1 5.90" x 260" B.507 x 5.90" x 2.60"
Weight: 285 s 280U 405 Lbs .70 Un 265 Un 395 Lbs
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Channels. 4 L] L]
Rated RMS Power at 1 Ohm 14V: 2 500w
Rated RMS Power at 2 Ohms 14V: & 120W 4x 500W 4 300W
Rated RMS Power at 4 Ohms 14V: - 4 330w 4a 200W
Bridged Rated AMS Power at 2 Ohms 14V: 2x 1000W - -
Bridged Rated RMS Power at 4 Ohma 14V - x 1000W Ix GOOW
Average Eficiency: N L) 0%
Musical Current Draw: BAa 1A G0A
Operating Valtage- 816 Vaits 8-16 Volts
Frequency Response (-3 dB). 10 - 22,000 He 10 - 20,000 Ha
Dimensions (W x DaH ) 9.007 x 5.90" x 2.607 675" 5 5.90" % 260"
Weght. 385 L 2751

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM I"lf\lyl
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CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE

DIGITAL SIGNAL PROCESSOR (DSP)

* THROUGH AN LCD DISPLAY AND INTUITIVE INTERFACE, IT ALLOWS REAL-TIME AUDIO ADJUSTMENTS
» 2 INPUT CHANNELS DIGITAL DSP WITH BUILT-IN REMOTE OUT CONTROL

+ 15 BAND INPUT GRAPHICS EQUALIZER

* INPUT AND OUTPUT ROUTING - SOURCE A AND B TO EACH OUTPUT

* HIGH AND LOW PASS FILTER FOR EACH CHANNEL - OPTIONS OF SLOPE:

.

DSP 2.4X
4 OUTPUT CHANNELS

BUTTERWORTH 12/18/24/36/48 dB/82

LINKWITZ-RILEY 12/18/24/36/48 dB/82
« GAIN CONTROL: RANGE -45dB TO +15dB

» PHASE INVERSE CONTROL / ALIGNMENT - DELAY CONTROL

* LIMITER PER CHANNEL

* 3 INPUT CHANNELS

* 4 OUTPUT CHANNELS
HIGH OUT CHANNEL
MID HIGH OUT CHANNEL

MID LOW OUT CHANNEL
SUB OUT CHANNEL

* 3-WAY ELECTRONIC CROSSOVER 9 VOLTS OUTPUT

+ 2 INPUT CHANNELS

* 3 OUTPUT CHANNELS
HIGH OUT CHANNEL
MID HIGH OUT CHANNEL

SUB OUT CHANNEL

POWER SUPPLY / CHARGERS

AC Input Voltage:

AC Input Voltage 127V:

AC Input Voltage 220V:
Maximum Output Current:
Efficiency:

Maximum Input Current 127V:
Maximum Input Current 220V:
Internal Breaker:

Output Voltage:

Dimensions (W x D x H):

Weight:

FOR FULL SPECS ON THE PRV AUDIO SPEAKERS, PLEASE VISIT - WWW.PRVAUDIO.COM

DSP 2.8X

8 OUTPUT CHANNELS

ELECTRONIC CROSSOVER

+ 4-WAY ELECTRONIC CROSSOVER 9 VOLTS OUTPUT

HIGH PASS — 400Hz = 10,000Hz
HIGH PASS = 150Hz = 5,000Hz

LOW PASS — 700Hz — 12,000Hz

HIGH PASS — 25Hz — 3,000Hz

LOW PASS — 700Hz TO 12,000Hz

LOW PASS = 50Hz — 250KHz

BASS BOOST = 25Hz — 110Hz (0 TO +12dB AT 45Hz)

EX4.6 PRO

HIGH PASS OPTIONS: 8000Hz / 4000Hz / 2000Hz / 900Hz

HIGH PASS OPTIONS: 250Hz / 150Hz / 80Hz / FLAT (NO FILTER)
LOW PASS OPTIONS: 8000Hz / 4000Hz / 2000Hz / FLAT (NO FILTER)
LOW PASS OPTIONS: 250Hz / 150Hz / 80Hz / FLAT (NO FILTER)
BASS BOOST — 25Hz — 110Hz (0 TO +12dB AT 45Hz)

EX3.5 STEREO

15 VOLTS 7 BAND CAR AUDIO EQUALIZER

» 1/2 - DIN GRAPHIC EQUALIZER WITH 2 SELECTABLE INPUTS

« 7- BAND GRAPHIC EQUALIZER: 50Hz, 125Hz, 320Hz, 750Hz, 2,200Hz, 6,000Hz, 16,000Hz

* ADJUSTMENT OF -12dB TO +12dB ON EACH FREQUENCY POINT WITH A 20dB HEADROOM
« 6-CHANNEL / 15 VOLTS RCA LINE-LEVEL OUTPUT (FRONT, REAR AND SUBWOOFER)

« FRONT PANEL SELECTABLE ILLUMINATION: WHITE OR ORANGE LED

» RCA AUX INPUT WITH VARIABLE GAIN ADJUSTMENT

* SUBWOOFER LEVEL CONTROL WITH A SELECTABLE 12dB LOW-PASS FILTER (60Hz OR 120Hz)
» FADER CONTROL (RIGHT / LEFT)

[ _SC-50AMP J [ SC-120AMP_
Bivolt Automatic (120/220V AC) Bivolt Automatic (120/220V AC)
100 - 140V AC 100 - 140V AC
170 - 250V AC 170 - 250V AC
50A 120A
84% 86%
10A 23A
6A 13A
16A 25A
125VTO 14.4V £ 1% 12.5VTO 14.4V £ 1%
7.70" x 7.33" x 2.95" 12" x7.33" x 2.957
3.20 Lbs 5.65 Lbs SC-IZDAMP
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